LUDOWICI CLAY ROOFING TILE “WwW 


FILE 12-E 


1A. 





Weathered Black 





A. T. Eldredge Residence, Coral Gables, 
Architect: William E. Tschumy 
Roofing Contractor: J. M. Montgomery Roofing Company, Inc. 


Florida 


The Oldest Name — The Newest Patterns 





Westie ca Red Approaching its 65th anniversary, Ludowici- 
Celadon Company continues to offer architects 
and builders its products of outstanding beauty 


and permanence: roofing tiles, quarry tiles, 


and NAILON* Facing Brick. 


Ever alert to the architect’s changing needs, 
Ludowici has developed the DESIGNER pat- 


tern of interlocking shingle tiles in an array of 





Smooth Green 


beautiful colors as illustrated on this cover. 


Consult with our Representatives on Special 
Roof Problems. 


*TRADEMARK 





Smooth Coral 










Smooth Buff 
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SEE FOLLOWING PAGES FOR OTHER PATTERNS AND SPECIFICATIONS 


LU DOWICI-CE LADON co. 75 East Wacker Drive, Chicago 1, Illinois 


LUDOWICI INTERLOCKING SHINGLE TILES 


















DESIGNER 


This interlocking shingle, the economy pattern, 
is the most recent offering of a long lst of 
Ludowici patterns appropriate to the changing 
architectural trends of contemporary design. 


This all purpose roofing medium is suitable for 
low pitched or steep pitched roofs of homes, 
churches, schools or public buildings. 


Bold square butt creates effective shadowlines. 
Furnished in an array of colors —natural kiln 
burned red, coral, buff, green, gray, black and 
brown. See illustrations on first page. 

Average laying exposure - 814” x11”. Weight - 
8 lbs. per sq. ft. average. 

















EARLY AMERICAN 


One of Ludowici’s most popular patterns. In 
color blends of soft gray or green, this pattern 
simulates in permanent clay tile the texture of 
heavy wood shake shingles. In the natural red 
and fireflashed colors illustrated, provides a roof 
of enduring beauty which reflects the nuances 
of sunlight and shadow in endless sparkling yet 
subdued color variations. Also available in 
weathered surface red, brown and black. Aver- 
age laying exposure - 77%” x 1084”. Weight - 8 lbs. 
per sq. ft. average. 


WILLIAMSBURG 


Another popular Ludowici pattern in color 
blends of grays and greens (illustrated) and in 
natural reds and fireflashed. The combed sur- 
face and butt of each shingle provides a roof 
of soft texture, blending with all exterior build- 
ing materials. Average laying exposure - 8” x 8”. 
Weight -8 lbs. per ft. average. 


Copyright 1958 by Ludowici-Celadon Co. 





NORMAN 


A truly architectural shingle tile. These beauti- 
ful shingles were used for centuries on the en- 
during architecture of continental Europe. The 
charm, warmth, and character of these tiles are 
obtained by the blending of natural colors com- 
prising a range from light to dark of red and 
brown tones and a sprinkling of grays and 
greens. 

Furnished in 7” width, 12” and 15” lengths. 
Laid to 2” headlap, 5” or 614” length exposures. 
Weight average 15 to 16 lbs. per sq. ft. 


GEORGIAN 


One of Ludowici’s outstanding shingle patterns 
created for roofs of Colonial and Georgian 
architecture. 


These shingles are made in 3 widths, the sur- 
face is slightly roughened and the colors are 
blends of greens and grays (illustrated). The 
different widths allow laying with interesting 
broken bond lines if such is preferred to the 
conventional one unit effect. The surface and 
colors produce soft non-reflecting textures, 
therefore, a pattern authentic for traditional 
or contemporary work. 

Furnished in 5”-7” and 8” widths. Laid to 2” 
headlap. Average length exposure 614”. Weight 
average 15 lbs. per sq. ft. 


Other flat shingle patterns available — 
Provincial and Colonial 


HIGH GLAZE COLORS 


8f 


LUDOWICI FLAT SHINGLE TILES Lu 





Blend of Groy® 


When the architectural requirements call for high glaze Many colors are available. Below are illustrated three 
roofing materials on domes and towers of churches or of the most commonly used glazed colors. 

university buildings or where climatic conditions neces- These high glazes also recommended for landmark pur- 
sitate a fungus resistant roofing material, Ludowici offers poses for motels, restaurants, filling stations and buildings 


their famous high glaze colors. 


of such character. 





Blue Glaze on 
Designer Pattern 


Yellow Glaze on Green Glaze on 
Spanish Pattern Designer Pattern 


DETAILS AND SPECIFICATIONS ON BACK PAGE 


ADDITIONAL PATTERNS 





SPANISH 
Exposure: 

Width 8 V4” 

Length 10%” 
Weight: 

900 Ibs. per sq. 






FRENCH 


Exposure: 
Width 8%” 
[engin 13% 


Weight: 
940 Ibs. per sq. 


STRAIGHT BARREL MISSION 
Exposure: 
Width 114%” O.C. 
Length 11%” or 
Width 1142” O.C. 
Length 15” 
Weight: 
1250 Ibs, per sq. 















Eave Treatments 
Tile 


Under eave 









Without Gable Rakes 
7 Sheathing 


SECTION THRU RIDGE 
WITH HEADER COURSE TRIM 
SAME TREATMENT FOR HIPS 


Cement 


SECTION THRU RIDGE 


LUDOWICI CLAY TILES 
FUNCTION AND UTILITY 


Permanent—Ludowici roofing tiles will outlast the building. 


Permanent Colors—Ceramic colors burned into surface of tile at 
temperature of 1,800 degrees F.— Never fade. 
Insulation—Thermal Resistance (R) for Designer Smooth White 
pattern summer conditions is 5.55 (estimated). 

Interlocking Shingle—Side and head lock permits fewer pieces per 
square, lower labor cost. Rib construction on back of tile reduces 
weight without sacrifice of strength. 

Flat Shingles—Laid American Method permits flexibility in laying 
pattern to meet exacting design requirements. 
Fireproof—Incombustible, cannot burn. 

Highest Quality—Ludowici shingle tiles are manufactured from 
highest quality shale clays burned to vitrification under the ex- 
acting quality controls which have long established Ludowici 
roofing tile as the standard of comparison for quality roofing 
materials. 


SPECIFICATIONS 


Tile Roofing—All roofs as indicated on drawings shall be Ludowici- 
Celadon Company roofing tile in pattern and color shown under 
materials. 
I—Materials 
(A) Felt—30# or heavier impregnated roofing felt. 
(B) Roofing Tile—Tile shall be 
(Architect indicate pattern, color and surface.) 
Interlocking Patterns 
Designer - Williamsburg - Early American 


BRANCH OFFICES New York, N. Y. @ Washington D. C. 
Oxford 7-8090 National 8-8932 

Dallas, Texas Cleveland, Ohio Minneapolis, Minn. « Richmond Heights, Mo. Charlotte, N. C. Miami, Florida Pittsburgh, Pa. Cincinnati, Ohio @ Wallingford, Pa. 

REPRESENTATIVES Riverside 2-7807 * Sweetbriar 5-2929 © Taylor 4-9822 . Sterling 1-6029 ° ‘Edison 3-0696 ® Franklin 4-8076 © Southfield 7-4533 * Melrose 1-7945 nd Lowell 6-7449 


WEST COAST REPRESENTATIVES “l2éding, McBean & C0. 4 san Francisco, California 


LUDOWICI-CELADON CO. 

















CUBANA TAPERED MISSION 


énd Band 


Detached Gable Rake 


Gable (Barge) Treatment 


SHOWING ANGULARTYPE TRIM - 


QUARRY TILE OF SHALE SLABS 


All Trim Shapes 


ROMAN Ludowici tile slabs of : 
Are Available 


hard burned, smooth sur- 
Width 12” OC. faced, acid resistant 


Length 10” shale are used for prom- 
: enades, terraces, walks, 
Weight: floors and patios as well 


1300 Ibs per sq. as for various industrial 


needs, Made in natural 
GREEK red shades, 
, Exposure: 


Width 12” OC 
Length 10” or 





Width 19” OC 
Length 15” 
Weight: 


1350 Ibs. per sq. 











6x6” 





Exposure: 
Width 11%” ©.C.” {| Typical 6x9” 
Length 15” Sizes 9”x9” 
Weight: 


1325 Ibs. per sq. 


*When used with Straight Barrel Pans, 


DETAILS — Flat Shingle Tiles 
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Flat Shingle Patterns on : 
Norman - Georgian - Provincial - Colonial 

(C) Nails. Non-corrosive roofing nails. Length to give proper 
penetration. (Consult manufacturer of special roof deck 
materials for nailing specifications.) 


1I—Application 

(A) Felt—One thickness (double thickness on low pitches)— 
lay parallel to eaves, lap 24%” horizontally and 6” vertically, 
nail on 6” centers. Extend felt 6” on vertical walls and 4” 
over gutter and valley metal. 


(B) Tiles 
(1) Interlocking tiles—Lay tiles to approximately 3” headlap, 
fasten by nailing. 
(a) Ridge and hip fittings (Architect specify one) 
Provide Hip and Ridge Stringers. 
Header course—Lap 3” exposure 12”. Point laps 
with roofing cement. 
(b) One Piece Angular Fitting—Lap 3”. Nail with one 
nail. Point laps with roofing cement. 
(c) Gable Treatment (Architect specify one.) 
Detached gable rakes—Fasten with two nails. 
Barge Treatment. 
(d) Eave treatment (Architect specify one.) 
Cant strip—Nail wood strip of proper thickness for 
desired cant of tile on first course. 
Under Eaves—Clay under eaves nailed. 
(2) Flat shingles—Lay American Method average 2” headlap. 


(a) Ridge and hip treatment (as specified by architect). 
(b) Eave treatment—Wood cant strip and under eave tile. 


Portland, Oregon @ Seattle, Washington @ Spokane, Washington @ Phoenix, Arizona 


75 EAST WACKER DRIVE e CHICAGO 1, ILLINOIS 





